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KENTUCKY POLLUTANT DI SCHARGE ELI M NATI ON SYSTEM
PERM T TO DI SCHARGE TREATED WASTEWATER
I NTO WATERS OF THE TH

KPDES No. : KY0095826 Permt Witer: W1 liam Sha
Al No. : 1782

te: Decenber 10, 2009

1. SYNCPSI S OF APPLI CATI ON

a. Narme and Address of Applicant

d ass Paving & Stone, LLC
P. 0. Box 836
d asgow, Kentucky 42142

b. Facility Location

d ass Sand & G av
830 Aetna Furnac
Magnol i a, Hart

d and gravel is renoved and
, and sand cl assifiers.

Descan of Abatenment Facilities
Dr ai nage

tfalls L
vi ded.

4
N\

alls 001 and 004 is treated using a sedinment basin.
in-stream nonitoring points; no treatnent is

Kentucky>
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Permtting Action

This is a reissuance of a mnor KPDES permt for a wastewater treatnent
pl ant serving an existing sand and gravel quarry.

RECEI VI NG WATER

a.

Nane/ M | e Poi nt

Qutfall 001 discharges to Lindy Creek at latitude 37°23' 26"N and | ongitude
85°40' 30" W

Qutfall 004 discharges to Lindy Creek at
85°41' 01"W

de 37°23'16"N and | ongitude

Qutfall LCCU is an in-stream nonitori
of its confluence with Lindy Creek

and | ongitude 85°42' 08"W -

Qutfall LCCD is an in-stre nmo
downstream of its confluence h Lin Creek and
37°23'22"N and | ongi t ude 85° 13"W

nn Canp Creek upstream
ated at latitude 37°23' 44"N

on Lynn Canp GCeek
| ocated at |atitude

.
Stream Segnent Use O assificati

Recreati on, Dones

Pursuant to 401 Canp Creek carries the
following classificat Habitat, Primary and
Secondary Contact Recreati i source Water

ndy Creek is categorized as High

on 1 Lindy Creek is categorized as

ow and harnonic nean conditions of Lindy Creek
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3A. REPORTED DI SCHARGE AND PROPCSED LIM TS

Description of Discharge — Qutfall 001 (Quarry Drai nage)

Ef f | uent Reported Di scharge Applicable Water Quality
Characteristics Mont hl y Daily Criteria and/or Effluent
Aver age Maxi mum CGui del i nes

Fl ow ( M3D) 0.131 0. 698 401 KAR 5: 065, Section 2(4)
40 CFR 122.44(i) (1) (ii)
401 KAR 5:080, Section 2(3)

Total Suspended Solids (ng/l) 14. 4 53.0
40_CFR 125. 3

Ol & Gease (ng/l) 1. 06 1.5 KAR 5: 080, Section 2(3)
0 CFR 125.3

pH (standard units) 6.9 9.0 (max) 401 KAR 10: 031, Section 4

The data in the Reported Discharge colum ar aneters was:.determ ned from analysis of DWVR data that had

been reported during the termof the previous permi
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METHODOLOGY USED | N DETERM NI NG LI M TATI ONS

a. Serial Number
Qutfall 001 — Quarry Drai nage
b. Ef fl uent Characteristics
Fl ow, Total Suspended Solids, G| & Gease, and pH

C. Perti nent Factors

i ch has been designated as

Lindy Creek is a tributary of Lynn Canp Cr
equirenents of 401 KAR

a Coldwater Aquatic Habitat pursuant

10: 026, Section 7, and 401 KAR 10: 031,
d. Moni t ori ng Requi renent s

Fl ow nonitoring shall be conduct

Total Suspended Solids and e per nonth by grab

sanpl e.
Ol & Gease shall be nobnitore

e. Justification of Conditions

ve been duly promul gated pursuant
Kent ucky Revi sed Stat utes.

cited bel ow
er 224 of t

The Kentucky re
to the requirene

Fl ow
The nonitori i i r are consistent with the

tent with the requirenents of 40
reference in 401 KAR 5:080, Section
ive of the Division of Water's "Best
ermnation of the "Best Practicable
vai | abl e" (BPT) and "Best Available
bl " (BAT) requirenents for these types of
Ater based its determ nation on the npdel
ion sand and gravel devel oped by the Environnental
A fice of Water Enforcenent and Permts.

5 par anet
i ncor porated by
are represent
BPRJ)
nt |

is paranmeter are consistent with the requirenents of 40
s incorporated by reference in 401 KAR 5:080, Section

2(3). s are representative of the Division of Water's "Best
Pr of essi o gnment” (BPJ) determination of the "Best Practicable
Control logy Currently Available" (BPT) and "Best Available
Technol ogy onom cal Iy Achi evabl e" (BAT) requirenents for these types of

di schar ges.

pH
The linmits for these paraneters are consistent with the requirenments of
401 KAR 10: 031, Section 4.
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3B. REPORTED DI SCHARGE AND PROPCSED LIM TS

Description of Discharge — Qutfall 004 (Quarry Drai nage)

Ef f | uent Reported Di scharge Applicable Water Quality

Characteristics Mont hl y Daily Criteria and/or Effluent
Aver age Maxi mum CGui del i nes

Fl ow ( M3D) 0.116 0.572 401 KAR 5: 065, Section 2(4)

40 CFR 122.44(i) (1) (ii)

401 KAR 5:080, Section 2(3)

Total Suspended Solids (ng/l) 14. 4 53.0
40_CFR 125. 3

Ol & Gease (ng/l) 1. 06 1.5 KAR 5: 080, Section 2(3)

0 CFR 125.3

pH (standard units) 7.0 9.0 (max) 401 KAR 10: 031, Section 4

The data in the Reported D scharge columm raneters was.determned from analysis of DVR data reported

during the termof the previous permt.
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MVETHCDOLOGY USED | N DETERM NI NG LI M TATI ONS

a.

Serial Number

Qutfall 004 — Quarry Drai nage
Ef fl uent Characteristics

Fl ow, Total Suspended Solids, G| & Grease, and pH
Pertinent Factors

Lindy Creek is a tributary of Lynn Canp Cre

a Coldwater Aquatic Habitat pursuant t
10: 026, Section 7, and 401 KAR 10: 031,

whi ch has been designated as
requi renents of 401 KAR

Moni t ori ng Requirements

Total Suspended Solids and p
sanpl e.

i ce per nonth by grab

Ol & Gease shall be nonit
Justification of Conditions

ave been duly promul gated pursuant
Kent ucky Revi sed Statutes.

The Kentucky regu

Fl ow
The nonitoring
requi renen

are consistent with the

ent with the requirenents of 40
erence in 401 KAR 5:080, Section
ntative of the Division of Water's "Best
rmnation of the "Best Practicable
ailable" (BPT) and "Best Available
" (BAT) requirenments for these types of
based its determ nation on the nopdel
tion sand and gravel devel oped by the Environnental
EPA) O fice of Water Enforcenent and Pernmits.

di schar
permt

aneter are consistent with the requirenents of 40

.3(c)(2) i ncor porated by reference in 401 KAR 5:080, Section

2(3). se i s are representative of the Division of Water's "Best
Pr of essi ment" (BPJ) determination of the "Best Practicable
Control ogy Currently Available" (BPT) and "Best Available
Technol ogy om cal |l y Achi evabl e" (BAT) requirenents for these types of

di schar ges.

pH
The linmits for these paraneters are consistent with the requirenments of
401 KAR 10: 031, Section 4.
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3C. REPORTED DI SCHARGE AND PROPCSED LIM TS

Description of Discharge - Qutfall LCCU (Lynn Canp Creek Upstream
Ef f | uent Reported Di scharge
Characteristics Mont hl'y Dai l y

Aver age Maxi mum Aver
Fl ow ( MGD) 0. 427 0. 810
Tenperature (°F) 56.0 78.0
Total Suspended Solids (ng/l) 26.1 325.
Settleable Solids (m /1) NR NR
pH (standard units) 7.1
The data in the Reported D scharge s for al
during the termof the previous pe .

The abbrevi ati on NR nmeans not r&d on t\Di scharge Monitori

was d
w5

Applicable Water Quality
Criteria and/or Effluent
m Gui del i nes

401 KAR 5: 065, Section 2(3)
40 CFR 122.43(a)

401 KAR 5: 065, Section 2(3)
40 CFR 122.43(a)

KAR 5: 065, Section 2(3)
CFR 122. 43(a)

Report 401 KAR 5: 065, Section 2(3)

40 CFR 122.43(a)
Report 401 KAR 5: 065, Section 2(3)
40 CFR 122.43(a)

m ned from analysis of DWVR data reported

eport (DVR).
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MVETHCDOLOGY USED | N DETERM NI NG LI M TATI ONS

a.

Serial Number

Qutfall LCCU - Lynn Canmp Creek Upstream
Ef fl uent Characteristics

Fl ow, Tenperature, Total Suspended Solids, Settleable Solids, and pH
Pertinent Factors

Lindy Creek is a tributary of Lynn Canp Cr

a Coldwater Aquatic Habitat pursuant t
10: 026, Section 7, and 401 KAR 10: 031,

whi ch has been designated as
requi renents of 401 KAR

During the term of the permt exten
conducted a fish survey of Lynn
upstream and one downstream of
did not find any trout speci
Water opted for nonitoring
downstream | ocations to as
rather than repeat the fi
the requirenents of the 19

1992 to 1997, the pernittee
between two points, one
h Lindy Creek. The study
enewal the D vision of
at the upstream and
ct of the operation
wal wll continue

ain the potential i
urvey annually. This
ewal . &

r

Moni t ori ng Requi remnent s
ant aneously once per nonth.

Total Suspended | eable Solids, and pH shall be

The K been duly promul gated pursuant
i - entucky Revised Statutes.

Suspended Solids, Settleable Solids, and pH
is paraneter are consistent with the
on 2(3).
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3D. REPORTED DI SCHARGE AND PRCOPCSED LIM TS

Description of Discharge — Qutfall LCCD (Lynn Canp Creek Downstream

Ef f | uent Reported Di scharge Applicable Water Quality

Characteristics Mont hl y Daily Criteria and/or Effluent
Aver age Maxi mum Aver m CGui del i nes

Fl ow ( M3D) 0.418 0.784 401 KAR 5: 065, Section 2(3)

40 CFR 122.43(a)

Tenperature (°F) 54.8 78.0 401 KAR 5: 065, Section 2(3)

40 CFR 122.43(a)

Total Suspended Solids (ng/l) 26.1 315. KAR 5: 065, Section 2(3)
CFR 122.43(a)

Settleable Solids (m/l) NR NR Report 401 KAR 5: 065, Section 2(3)

40 CFR 122.43(a)
pH (standard units) 7.1 Report 401 KAR 5: 065, Section 2(3)

40 CFR 122.43(a)
The data in the Reported D scharge s for al was d m ned from analysis of DWVR data reported
during the termof the previous pe . -

eport (DVR).

The abbrevi ati on NR nmeans not r&d on t\Di scharge Monitori
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MVETHCDOLOGY USED | N DETERM NI NG LI M TATI ONS

a.

Serial Number

Qutfall LCCD - Lynn Canp Creek Downstream
Ef fl uent Characteristics

Fl ow, Tenperature, Total Suspended Solids, Settleable Solids, and pH
Pertinent Factors

Lindy Creek is a tributary of Lynn Canp Cre

a Coldwater Aquatic Habitat pursuant
10: 026, Section 7, and 401 KAR 10: 031,

whi ch has been designated as
requi renents of 401 KAR

During the term of the permt exten
conducted a fish survey of Lynn
upstream and one downstream of
did not find any trout speci
Water opted for nonitoring
downstream | ocations to as
rather than repeat the fi
the requirenents of the 19

1992 to 1997, the pernittee
between two points, one
h Lindy Creek. The study
enewal the Division of
at the upstream and
ct of the operation
ewal will continue

e potential i
urvey annually. This
ewal . &

r

Moni t ori ng Requi remnent s
ant aneously once per nonth.

Total Suspended | eable Solids, and pH shall be

The K been duly promul gated pursuant
i - entucky Revised Statutes.

Suspended Solids, Settleable Solids, and pH
is paraneter are consistent with the
on 2(3).
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ANT| DEGRADATI ON

The conditions of 401 KAR 10:029, Section 1 have been satisfied by this permt
action. Since this permt action involves reissuance of an existing pernit, and
does not propose an expanded di scharge, a review under 401 KAR 10:030 Section 1 is
not applicabl e.

PROPCSED COVPLI ANCE SCHEDULE FOR ATTAI NI NG EFFLUENT LI M TATI ONS

The permittee will conmply with all effluent limtations by the effective date of
the permt.

PROPCSED SPECI AL CONDI TI ONS WHI CH WLL HAVE A SI GNILELCANT | MPACT ON THE DI SCHARCGE

Best Managenent Practices (BMP) Pl an

Pursuant to 401 KAR 5:065, Section 2(4), a B
control or abate the discharge of pollut
toxic or hazardous substances or those
envi ronnent al emnergency; where nuneric efflu
carry out the purposes and intent of
where support activities occur which
substances through storm water ru
drain to present wastewater treat

shall be included: to
illary areas containing
which could result in an
tions are infeasible; or to
cility has several areas
the discharge of such
of these areas wl|l

Qutfall Signage
The permttee shall post a permanent
noni toring points. The marker shall
Permttee Name, KPDES p it and outf
di spl ayed. For internal ring points
to include the outfall
actual sanpling |ocation.

ocations and/ or
ufficient s to display the
ers and shall be proninently
mar ker shall be of sufficient size
osted as near as possible to the

al | dischap

PERM T DURATI ON

Five (5) year
as per the Ke

ter/ Geen Basin Managenent Unit

PERM T | NFCRI

public notice, coments received, and
the Division of Water at 200 Fair Qaks

ced or cited in this fact sheet are a part of the
above and are readily available at the Division of
rati on regarding these materials nay be obtained from

permt
Wat er
CONTACT
For further infor ion on the draft permt or coment process, contact the
i ndi vidual identified on the Public Notice or the Permt Witer — WIIiam Shane at
(502) 564-8158, extension 4893, or email WIIiam Shane@y. gov.

PUBLI C NOTI CE | NFORVATI ON

Pl ease refer to the attached Public Notice for details regarding the procedures for
a final decision, deadline for coments and other information required by 401 KAR
5: 075, Section 4(2)(e).
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KPDES

KENTUCKY POLLUTANT

DISCHARGE ELIMINATION
SYSTEM

PERMIT

PERM T NO : KY0095826

Al NO : 1782
AUTHORI ZATI ON TO DI SCHARGE UNDER THE
KENTUCKY POLLUTANT DI SCHARGE ELI ON SYSTEM

Pursuant to Authority in KRS 224,

d ass Paving & Stone, LLC
P.O. Box 836 F N

d asgow, Kentucky 42142
is authorized to discharge froma facili ocated a
d ass Sand & G avel

830 Aetna Furnace Road
Magnol i a, Hart County, Kentucky

to receiving waters naned

Qutfall 001 discharg itude 37°23'26"N and |ongitude
85° 40' 30" W

Qutfall 004 di 37°23'16"N and |ongitude
85°41' 01"W
Qutfall LCC
latitude 3

on Lynn Canp Creek |ocated at

poi nt
IIW

on Lynn Canp Creek |located at

onitoring requirenents and other conditions

set f and |V hereof. The pernmit consists of this cover
sheet Part 111 I page, and Part |V 3 pages.
tive on

This permt d the hori zation to di scharge shall expire at m dnight,

Date Signed Sandra L. G uzesky, D rector

D vi sion of Water

DEPARTMENT FOR ENVI RONMENTAL PROTECTI ON
Di vision of Water, 200 Fair Oaks Lane, Frankfort, Kentucky 40601

Printed on Recycl ed Paper
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PART | Al - EFFLUENT LI M TATI ONS AND MONI TORI NG REQUI REMENTS

During the period beginning on the effective date of this permt
permttee is authorized to discharge from<Qutfall serial number: 001

Such di scharges shall be limted and nonitored by the pernmittee as

EFFLUENT CHARACTERI STI CS

Dr ai nage

DI SCHARGE LI M TATI MONI TORI NG REQUI REMENTS

(1 bs/ day)
Mont hl y Dai ly Measur enent Sanpl e
Avg. Max. Frequency Type
Fl ow ( MGD) Report Report / Mont h | nst ant aneous
Total Suspended Solids N A N A h Grab
Gl & Gease N A Mont h G ab

pH (standard units) N A
The abbreviation N A neans Not Applicable.
There shall be no discharge of floating

Sanpl es taken in conpliance with t
near est accessible point prior to

2/ Mont h G ab

ther than trace anpunts.

sting through the term of this permt,

t he

above shall be taken at the follow ng |ocation:
ving waters or wastestreans fromother outfalls.
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PART | A2 - EFFLUENT LI M TATI ONS AND MONI TORI NG REQUI REMENTS

|asting through the term of this permt, the

During the period beginning on the effective date of this pernmt and
ry Drai nage

permttee is authorized to discharge from<Qutfall serial number: 004 —

Such di scharges shall be limted and nonitored by the pernmittee as s

EFFLUENT CHARACTERI STI CS DI SCHARCGE LI M TATI
(1 bs/ day) O her Uni

MONI TORI NG REQUI REMVENTS

Mont hl'y Dai l y Mont Measur enent Sanpl e
Avg. Max. Frequency Type
Fl ow ( M3D) Report Report | nst ant aneous
Total Suspended Solids (ng/l) N A N A Grab
Ol & Gease (ng/l) N A N A Grab
pH (standard units) N A 9.0 (max) 2/ Mont h Grab

The abbreviation N A neans Not Applicabl e.
There shall be no discharge of floating solids or vi m or sheen er than trace anpunts.

ove shall be taken at the follow ng |ocation:

Sanpl es taken in conpliance with the
i ving waters or wastestreans fromother outfalls.

near est accessible point prior to d
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PART | A3 - EFFLUENT LI M TATI ONS AND MONI TORI NG REQUI REMENTS

During the period beginning on the effective date of this pernmt and
permttee is authorized to discharge from<Qutfall serial nunmber: LCCU -

Such di scharges shall be limted and nonitored by the pernmittee as s

EFFLUENT CHARACTERI STI CS

n Canp Creek Upstream

DI SCHARGE LI M TATI MONI TORI NG REQUI REMVENTS

(1 bs/ day) O her Uni
Mont hl'y Dai l y Mont Measur enent Sanpl e
Avg. Max. Frequency Type
Fl ow ( M3D) Report Report | nst ant aneous
Tenperature (°F) N A N A Grab
Total Suspended Solids (ng/l) N A N A Grab
Settleable Solids (m/l) N A 1/ Mont h Grab
pH (standard units) N A 1/ Mont h Grab

The abbreviation N A nmeans Not Applicabl e.

There shall be no discharge of floatir

Sanpl es taken in conpliance with nmoni t or i

near est accessible point prior to'd

ot her than trace anounts.

| asting through the term of this pernmt,

t he

above shall be taken at the follow ng |ocation:
h the receiving waters or wastestreans fromother outfalls.
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PART | A4 - EFFLUENT LI M TATI ONS AND MONI TORI NG REQUI REMENTS

During the period beginning on the effective date of this pernt and
permttee is authorized to discharge fromQutfall serial number: LCCD -

Such di scharges shall be limted and nonitored by the pernmittee as s

EFFLUENT CHARACTERI STI CS

Fl ow ( M3D)

Tenperature (°F)

Total Suspended Solids (ng/l)
Settleable Solids (m/l)

pH (standard units)

The abbreviation N A nmeans Not Applicabl e.

There shall be no discharge of floatir

Sanpl es taken in conpliance with
near est accessible point prior tod

n Canp Creek Downstream

DI SCHARGE LI M TATI MONI TORI NG REQUI REMVENTS

(1 bs/ day) O her Uni
Mont hl'y Dai l y Mont Measur enent Sanpl e
Avg. Max. Frequency Type

Repor t Report I nst ant aneous
N A N A Grab

N A N A G ab

N A 1/ Mont h Grab

N A 1/ Mont h G ab

noni t ori

ot her than trace anounts.

| asting through the term of this pernmt,

t he

above shall be taken at the follow ng |ocation:
h the receiving waters or wastestreans fromother outfalls.
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PART | B - SCHEDULE OF COVPLI ANCE

The permittee shall achieve conpliance with all requirenents on the effective
date of this permt.
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PART |1 - STANDARD CONDI TI ONS FOR KPDES PERM T

This permt has been issued under the provisions of KRS Chapter 224 and regul ations
promul gat ed pursuant thereto. |ssuance of this pernit does not relieve the permttee
fromthe responsibility of obtaining any other permits or licenses required by this
Cabi net and other state, federal, and |ocal agencies.

It is the responsibility of the pernittee to denobnstrate conpliance with permt
paraneter linmtations by utilization of sufficiently sensitive anal ytical methods.

The permttee is also advised that all KPDES permt
401 KAR 5:065, Section 1 will apply to all discharges

ditions in KPDES Regul ation
ized by this pernmt.
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PART Il - OTHER REQUI REMENTS

A Reporting of Mnitoring Results

Monitoring results obtained during each nonitoring period nust be reported on a
preprinted Discharge Mnitoring Report (DMR) Formthat will be mailed to you. The
conpl eted DVR for each nonitoring period nmust be sent to the Division of Water at
the address listed below (with a copy to the appropriate Regional Ofice) postmarked
no later than the 28th day of the nonth following the nonitoring period for which
nmoni toring results were obtained.

Di vi si on of Water

Bowl i ng Green Regional Ofice
1508 Western Avenure Permt Sup
Bowl i ng Green, Kentucky 42104 200 Fair
ATTN:  Supervi sor Frankf o

B. Reopener Cl ause

evhd ana¥i ssued, to conply with
i ssued or roved under 401 KAR
sued or approved:

This permt shall be nodified, or alternati
any applicable effluent standard or i
5: 050 through 5:086, if the effluent st

1. Contains different condit t han
any effluent limtation in the

2. Controls any pollu

The permit as nodified or r
requi renments of KRS Chapter

raph shall al so contain any other

C. Qutfall Signage

The permttee shal di scharge |ocations and/or
nmoni tori ng points size to display the Permttee
Nanme, KPDES per and sha e promnently displayed. For
internal nonito all be sufficient size to include the
outfall nunber € ear as possible to the actual sanpling

| ocati on.
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PART V - BEST MANAGEMENT PRACTI CES
SECTI ON A, GENERAL CONDI TI ONS

1.

Applicability

These conditions apply to all permttees who use, manufacture, store, handle,
or discharge any pollutant listed as: (1) toxic under Section 307(a)(1l) of the
Clean Water Act; (2) oil, as defined in Section 311(a)(1) of the Act; (3) any
pollutant listed as hazardous under Section 311 of the Act; or (4) is defined
as a pollutant pursuant to KRS 224.01-010(35) and who have ancillary
manuf acturing operations which could result in (1) the release of a hazardous
substance, pollutant, or contam nant, or (2) nvironmental energency, as
defined in KRS 224.01-400, as anended, or tion promul gated pursuant
thereto (hereinafter, the "BWP pollutants”). ations include materi al

storage areas; plant site runoff; in-pl nsfer,. process and material
handl i ng areas; |oading and unl oadi ng oper(bns,‘d sl udge and waste di sposal
ar eas. 2 N

BVP Pl an

The permittee shall develop and nt Practices (BW)

o KRS 224.70-110,
pol | ut ant s"
eaks, sl udge

pl an consistent with 401 KAR 5;
whi ch prevents or mnimzes the
fromancillary activities through pl
or waste disposal; or drainage fromr al storage. st Managenent
Practices (BW) plan wll be prepared by p ittee unless“the permttee can
denonstrate through th m ssi on of MP outline that the elenents and
intent of the BMP hav filled throu the use of existing plans such as
the Spill Prevention“Co

ure (SPCC) plans, contingency
pl ans, and ot her applicable

runof f; spillage

| npl enent ati on

If this is i i : ilrenent, then the plan shall be
devel oped [ i tte i Vi Si Water within 90 days of the
ef fective ‘dat _ it. shall be within 180 days of that

in effect at the tine of pernmt
pfications to the plan as a result of
facility shall be submtted to the

e form and shall include any necessary plot plans,

Est abl i sh
pol | ut ants.

objectives for the control of toxic and hazardous

(1) Each fac ty conponent or system shall be examned for its
potential for <causing a release of "BMP pollutants" due to
equi pnent failure, inproper operation, natural phenonena such as
rain or snowfall, etc.
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(2) Where experience indicates a reasonable potential for equipnent
failure (e.g., a tank overflow or |eakage), natural condition
(e.g., precipitation), or other circunstances which could result
in a release of "BWMP pollutants,” the plan should include a
prediction of the direction, rate of flow, and total quantity of
the pollutants which could be released from the facility as
result of each condition or circunstance.

C. Establish specific Best Managenent Practices to neet the objectives
identified under paragraph b of this section, addressing each conponent
or system capabl e of causing a rel ease of % pol lutants. "

d. I ncl ude any special conditions establi shMrt b of this section.
e. Be revi ewed by pl ant engi neering staf fAhe mt manager .

& :
Speci fic Requirenents R 4

ance contained in the
i dance Docunent," and

The plan shall be consistent
publication entitled "NPDES Best
shall include the foll ow ng baseli

a. BMP Conmittee y
b. Reporting of BMP Incide
C. Ri sk ldentification and
d. Enpl oyee Trai ni ng
e. | nspection Recor ds
f. Preventiv
g. Cood Hou
h. Mat eri al s Conp
i Security
j- Material s | nvent

SPCC Pl ans

Spill Prevention Control and
ction 311 of the Act and 40 CFR Part 151,
|

Count er measur
i into the BVMP plan by reference.

and nma

e the proper nanagenent of solid and hazardous waste
gul ations promnul gated under the Solid Waste D sposal
e Conservation and Recovery Act of 1978 (RCRA)
agenent practices required under RCRA regul ations
pl an.

Docunent ati o

pi ntain a description of the BMP plan at the facility and
shall nake the pl avai |l abl e upon request to EEC personnel. Initial copies
and nodificatio thereof shall be sent to the following addresses when
requi red by Section 3:

The pernmttee s

Di vi sion of Water Di vi sion of Water

Bow i ng G een Regional Ofice Surface Water Permits Branch
1508 Western Avenue Qperational Permts Section
Bowl i ng Green, Kentucky 42104 200 Fair QGaks Lane

ATTN.  Supervi sor Frankfort, Kentucky 40601
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SECTI ON B. SPECI FI C CONDI TI ONS

PART IV
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BMP Pl an Mbdi fication

The pernmittee shall anend the BMP plan whenever there is a change in the
facility or change in the operation of the facility which materially increases
the potential for the ancillary activities to result in the release of "BW
pol | utants. "

Modi fication for | neffectiveness

If the BMP plan proves to be ineffective in achieving the general objective of
preventing the release of "BMP pollutants," then the specific objectives and
requi renents under paragraphs b and c¢ of Section the permt, and/or the BW
pl an shall be subject to nodification to incor revi sed BMP requirenents.
If at any time following the issuance of thi he BMP plan is found to
be inadequate pursuant to a state or feder ection or plan review,
the plan shall be nodified to incorporate C ecessary to resolve the

1

Periodically Discharged Wstewa
Condi t1 ons

concerns.
)\wered By FEffluent
y )

procedures and c ol s necessary
i ntake screen
ing water, water

The permittee shall include in this
for the handling of periodically disc
backwash, neter calibration, fire prote
associated with denoliti rojects, etc.

drostatic te




